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SECTION 09445                [AMEND 0004]

RESINOUS TERRAZZO FLOORING
07/98         

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 56 (1996) flash Point by Tag Closed Tester

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 99 (1996; Errata) Health Care Facilities

NATIONAL TERRAZZO & MOSAIC ASSOCIATION (NTMA)

NTMA-01 (1995) Terrazzo Information Guide

1.2   GENERAL

Resinous terrazzo flooring in the colors indicated shall be applied in the 
areas shown.  Flooring shall be A conductive 
epoxy terrazzo system that conforms to the requirements specified in 
paragraphs 2.01A, B, and H of NTMA-01.

1.3   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Terrazzo Floor System; GA.  Mixing, Proportioning, and Installation; 
FIO.  Cleaning and Sealing; FIO.

Resin manufacturer's descriptive data, mixing, proportioning, and 
installation instructions.  Maintenance literature for terrazzo cleaning 
and sealing shall be included.

SD-04 Drawings

Terrazzo Floor System; FIO.

Drawings indicating the type, size, and layout of divider strips and 
control joint strips.
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SD-13 Certificates

Terrazzo Floor System; FIO.

Certificates indicating conformance with specified requirements.  
Certificates shall be accompanied by certified test reports showing that 
the conductive resinous terrazzo floor has been tested and meets the 
requirements specified.

SD-14 Samples

Terrazzo Floor System; GA.

Two  6 x 6 inches, (minimum) samples of each color of resinous terrazzo and 
two  6 inches lengths, of each type of strip.

1.4   QUALIFICATION OF APPLICATOR

Applicator shall be approved by the resin manufacturer and shall have a 
minimum of 3 years experience in the application of the materials to be 
used and shall have completed 8 successful installations within the past 2 
years.

1.5   DELIVERY AND STORAGE

Materials shall be delivered to the project site in manufacturer's original 
unopened containers.  Materials shall be kept in a clean, dry, area with 
temperatures controlled between  50 to 90 degrees F.

1.6   ENVIRONMENTAL REQUIREMENTS

Areas to receive terrazzo shall be maintained at a temperature above  50 
degrees F for 2 days prior to installation and for 7 days following 
installation.

PART 2   PRODUCTS

2.1   PRIMER

Primer shall be a material recommended by the resin manufacturer which will 
penetrate the pores of the substrate and bond with the topping to form a 
permanent monolithic bond between the substrate and the topping.

2.2   RESIN

Resin for the specified terrazzo flooring shall conform to the requirements 
shown in NTMA-01.

2.3   FILLERS

Fillers, if required, shall be inert mineral or cellulosic material as 
recommended by the manufacturer and best suited for the resin binder used. 
Fillers shall be furnished in the quantity necessary to impart the required 
color and physical characteristics.

2.4   PLASTIC CHIPS
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Plastic chips shall be of domestic origin of sizes and colors to match 
NTMA-01 color plate indicated on the drawings . Chips shall be a range of 
sizes up to and including the NTMA Standard No. 0 and Standard No. 1 for  
1/4 in. thick floors and Standard No. 0 through Standard No. 2 for  3/8 in. 
thick floors.

2.5   STRIPS

2.5.1   Divider Strips

Divider strips shall be depth as required, plastic in color as indicated on 
the drawings .

2.5.2   Control Joint Strips

Control joint strips shall be depth as required, plastic in color as 
indicated on the drawings.  Neoprene filler shall be  color as indicated on 
the drawings.

2.6   GROUT

Grout shall be as recommended by the manufacturer of the resin.

2.7   SEALER

Sealer shall have a pH factor between 7 and 10 and shall be a penetrating 
type specially prepared for use on terrazzo.  The sealer shall not discolor 
or amber the terrazzo and shall produce a slip resistant surface.  Flash 
point of sealer shall be a minimum of  80 degrees F when tested in 
accordance with ASTM D 56.

PART 3   EXECUTION

3.1   PREPARATION OF CONCRETE SUBFLOOR

Installation of the floor topping shall not commence until the concrete 
substrate is at least 28 days old.  The concrete surfaces shall be prepared 
in accordance with the instructions of the resin manufacturer.

3.2   MIXING, PROPORTIONING, AND INSTALLATION

Mixing, proportioning, and installing shall be in accordance with the 
approved instructions of the manufacturer.  Strips shall be installed in 
locations indicated.  The topping shall be applied to give a finish 
thickness of  3/8 in.  Bases shall be cove type cast-in-place with 1 inch 
radius cove and shall be  4  in. high.

3.3   TESTING

Between 30 and 45 days after flooring installation is completed, and prior 
to its use, the conductive resinous terrazzo flooring shall be tested in 
accordance with paragraph 12-4.1.3.8(b)(7) of NFPA 99.  The resistance of 
the conductive floor at any one location shall be more than 5,000 ohms in 
areas with 110 volts service, more than 10,000 ohms in areas with 220 volt 
service, and average less than 1,000,000 ohms and more than 25,000 ohms in 
all areas.
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3.4   CLEANING AND SEALING

The terrazzo shall be washed with a neutral cleaner and where required 
shall be cleaned with a fine abrasive to remove any stains or cement 
smears. The cleaned surfaces shall be rinsed.  When dry, a terrazzo sealer 
shall be applied in accordance with the manufacturer's directions.

3.5   PROTECTION

The terrazzo work shall be covered and protected from damage until 
completion of the work of all other trades.

    -- End of Section --
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